Opening the Reduced-Noise Gas Flow Design Guide Disk

Creating a folder

-insert the disk into the A: drive

-double click on the “my computer” icon

-double click on the (C:) drive

-on the menu at the top of the window click on File, select New and from the list that appears 

  choose Folder
-name the folder “gas flow design guide” and close the (C:) drive window

Unzipping the file

-double click on the 3 ½  Floppy (A:) 

-double click on the “Noise Emission.EXE”

-in the window that appears you will see:  Unzip to folder: 

 






C:\Win95\TEMP 

  erase Win95\TEMP and type in gas flow design guide (the name of the new folder you created)

-click unzip, then ok, then close
Opening the spreadsheets

-double click on the (C:) drive and find the new folder you created titled “gas flow design guide”

-double click on the folder to open it, you should find three things: Gasflow Noise Estimation.xls










Mnew-1.xls










Speclang.doc

• Gasflow Noise Estimation.xls   is the main worksheet that estimates gas-flow-noise emissions for mechanical equipment noise sources and systems.

• Mnew-1.xls   is the noise emissions worksheet for new equipment.  This worksheet is used to compute maximum noise emission (limits) for a particular system or piece of equipment.  It was developed as part of the “Buy Quiet” Program.

• Speclang.doc   is a three page word document with suggested contract language that may be used to include noise emission limits in master equipment purchase specifications.  This is also from the “Buy Quiet” Program.

